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502. Messaging:  Org ACP 123 Annex C and 

other I.C.s 
3.2.1.2.1.1 ACP 123 Ed A 

ACP 123 Ed A US Sup 1 
502. Messaging:  
Personal 

SMTP:  RFC –821 
 
MIME:  RFC-2045 

3.2.1.2.1.1 
 
3.2.1.2.1.1 

SMTP: IETF STD 10 
(RFCs-821, 1869, 1870); 
MIME: RFCs-
2045,6,7,8,9 
FORMAT:  IETF STD 11 
(RFC-822) 

502. Messaging:  
Naming and Addressing 

ACP 123 
ACP 133 

3.2.1.2.1.1 ACP 123 w/US Sup 1 

503. Directory ACP 133 3.2.1.2.1.2.1 ITU-T X.500 
504. Naming and 
Addressing Services 

DNS:  RFC-1035 3.2.1.2.1.2.3 DNS:  IETF STD 13 
(RFCs-1034,1035) & 
RFC-2136  

505. Remote Terminal 
Services 

TELNET: (RFC-854,855) 3.2.1.2.1.4 TELNET:  IETF STD 8 
(RFCs- 854,855) 

506. File Transfer 
Services 

FTP:  (RFC-959) 
 
HTTP V1.1 

3.2.1.2.1.3 
 
3.2.1.2.1.8.1 

FTP: IETF STD 9 (RFC-
959) w/I.C.s 
HTTP V1.1 RFC-2616 

507. ISO Services on 
top of transport layer 

RFC-1006 3.2.1.2.2.2 IEFT STD 35/ RFC-1006 

    
603. Telephony Secure:  STU-IIB 

Non-Secure:   ITU-T 
--Series E 
--Series G 
--Series P 
--Series Q 
--Series V 
----V.34 for modems 
----V.42 for compression 

 
 
 
 
 
 
 

 
 
 
 
 
 
 

604. Wide Area Network 
(WAN)—IP 

I.P.v4:  RFC-791 3.2.1.2.2.1.3  IETF STD 5  
(RFCs-791, 950, 919, 
922, 792, &1112) & 
IETF RFC 2236 

604. WAN—Addressing X.25 +  
X.121 

3.2.2.2.4 RFC-1356 
ITU-T E.164 

604. WAN--ISDN ISDN: ITU-T  
--Series I 

3.2.2.2.4 ANSI T1 Series  

604. WAN—B-ISDN B-ISDN: ITU-T  
--Series I 

3.2.2.2.5 ITU-T I.363.1 
ITU-T I.363.5 

604. WAN—ATM ATM Forum & Lane v2 3.2.2.2.5 ATM Forum & LANE v2 
604. WAN—
SONET/SDH 

ANSI T1.105 3.2.3.3 ANSI T1.105, 107 & 117 

605. Point-to-Point 
(PPP) 

PPP:  RFC-1661/1662 3.2.2.2.2 IETF STD 51 (RFC-
1661/1662) 

605. PPP-IPCP IPCP:  RFC-1332 3.2.2.2.2 IPCP:  RFC-1332 
605. PPP-LQM LQM:  RFC-1989 3.2.2.2.2 LQM:  RFC-1989 
605. PPP-CHAP CHAP:  RFC-1994 3.2.2.2.2 CHAP:  RFC-1994 
605. PPP-LCP LCP:  RFC-1570 3.2.2.2.2 LCP:  RFC-1570 
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606. TADILs--Link-11 Link 11:   

--STANAG 5511 
--MIL-STD-118-2301a 
--SPAWAR-5-850 

  

606. TADILs—Link-16 Link 16: STANAG 4175  3.2.3.2.6 
4.2.5.2.1 

STANAG 4175 Ed 1 
STANAG 5516 Ed1 

606. TADILs—Link-22 Link 22: 
--UHF:  STANAG 4372 
--HF:  STANAG 4444 

4.3.3 Emerging STANAG 
5522 

606. TADILs—Link 
Forwarding 

Link Forwarding:  
STANAG 5616 

  

    
607. Internetworking I.P.v4 (RFC-791) 3.2.2.1.1   I.P.v4: IETF STD 5  

(RFCs-791, 950, 919, 
922, 792, &1112) 

608. Transport Transport  
--TCP:  (RFC-793) 
--UDP:  (RFC-768) 

3.2.2.1 TCP:  IETF STD 7 
(RFC-793) 
UDP: IETF STD 6 (RFC-
768) 

609. Routers Routers 
--RFC 1812 

3.2.2.1 RFC-1812 

    
610. SATCOM—General MIL-STD-188-146   
610. SATCOM—UHF MIL-STD-188-

181A,2A,3,4,5 
3.2.3.1.1 MIL-STD-188-

181B,2A,3A,4,5 
610. SATCOM—SHF MIL-STD-188-164,5 3.2.3.1.2 MIL-STD-188-164,5 
610. SATCOM—EHF LDR:  MIL-STD-1582D 

MDR: MIL-STD-188-136 
3.2.3.1.3.1 
3.2.3.1.3.2 

LDR:  MIL-STD-1582D 
MDR: MIL-STD-188-136 

    
611. RADIO—LF/VLF MIL-STD-188-140A 3.2.3.2.1 MIL-STD-188-140A 
611. RADIO—HF MIL-STD-188-141A 

STANAG 4203 
3.2.3.2.2.1 
3.2.3.2.2.2 

MIL-STD-188-141B 
MIL-STD-188-148A (AJ) 

611. RADIO—VHF MIL-STD-188-242 
STANAG 4204 

3.2.3.2.3 MIL-STD-188-242 
 

611. RADIO—UHF MIL-STD-188-243 
STANAG 4205 

3.2.3.2.4.1 
3.2.3.2.4.2 

MIL-STD-188-243 
STANAG 4246  Ed 2 
(A-J) 

611. RADIO—SHF MIL-STD-188-145 3.2.3.2.5 MIL-STD-188-145 
611. RADIO—CNR  Voice Only 

--QSTAG 734 (STANAG 
4204) 
--QSTAG 1108 
(STANAG 4197A) 

3.2.2.2.3  Digital Only 
--MIL-STD-188-220B 

611. RADIO—Data 
Modems 

MIL-STD-188-110A 
STANAG 4285 (HF) 

3.2.3.2.2.3 MIL-STD-188-110A (HF) 
 

612. CABLE RS-232,  
RS-422, RS-423, RS-
530,  
 
EIA 4920000-A 
EIA 5090000 

3.2.2.2.2 EIA/TIA-232-F 
EIA/TIA-530-A calls out: 
--EIA/TIA-422-B and 
--EIA/TIA-423-B 
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709. Distributed 
Computing—Object 
Interchange Services 

CORBA/IIOP V2.2 
DCOM 

2.2.2.1.11.2 CORBA Spec V2.3.1 
COM/CORBA parts A,B 

802. Data 
Management—Remote 
Data Access 

ODBC V 2. 
 

2.2.2.1.3 SQL/CLI:  ISO 9075-3 
(ODBC 3.0 and Java 
Database Connectivity 
extensions possible to 
use) 

803.    
902.1Data 
Interchange—Office 
Automation 

MS Office 95 
interchange formats plus 
--RTF 
--PDF 

2.2.2.1.4.1 Table 2-1 .txt  (ASCII: ISO646 IRV) 
.doc (MS Word 6/7) 
.xls (MS Excel 5.0) 
.ppt (MS PowerPoint 4.) 
.rtf (Vendor) 
.pdf (Adobe PDF 3.0) 

902.2 Data 
Interchange—HTML  

HTML 4.0 plus 
--SGML 
--XML 

2.2.2.1.4.1 HTML 4.01 plus 
--SGML 
--XML 

902.3 Data 
Interchange—HTTP 

HTTP v1.1 3.2.1.2.1.8.1 HTTP v1.1:  RFC-2616 

903. Data Interchange—
Business 

Product Data:  ISO 
10303 
EDI:  UN/EDIFACT/ISO 
9735 

CS.2.2.3.1 
 
CS.2.2.2.4 

Emerging:  ISO 10303 
 
UN/EDIFACT ISO 9735 
ANSI ASC X12 

904.  Data 
Interchange—Military 

Link 11: STANAG 5511 
Link 16: STANAG 5516 
Link 22: STANAG 5522 
OTH-Gold 
AdatP3:  STANAG 5500 

 
2.4.2.5.2.1 
2.4.3.3 

 
STANAG 5516 Ed1 
STANAG 5522 (Emerg) 
 
 

905. Data Interchange—
Character Sets 

ITA#5 ASCII 
 
Three Letter ISO code 
for Money 

2.2.2.1.4.1 Table 2-1; 
 
2.2.2.1.8 

.txt:  ASCII: ISO 646 
IRV); 
ANSI/ISO 8859-1 8 bit 
Byte Coded Graphic 
Character sets; 
ISO/IEC 10646-1 

906. Data Interchange—
Encoding 

Data Encoding:  
--UUENCODE 
--MIME 
--SMIME 
--Zip 
Voice Encoding (G.711 
& CELP) 
--A-law 
--mu-law  

 
 
3.2.1.2.1.1 
6.3.3.1.1.1 
2.2.2.1.4.1 
3.2.1.3 Table 3-1 
2.2.2.1.4.6.2  

 
 
MIME: RFCs-2045-49 
SMIME: RFC-2633 (Em)  
.zip:  Table 2-1 
PCM: ITU-T G.711 
MELP:  MIL-STD-3005  

907. Data Interchange—
Fax 

Secure:  STU-IIB 
Compliant 
Non-secure:   
--ITU-T T.4 Group 3 
 
--ITU-T T.6 Group 4 

3.2.1.4.2 
 
 
3.2.1.3 
3.2.1.4.1 

Digital: MIL-STD-188-
161D 
Non-secure: 
--Gp3:  ITU-T T.4 & 
EIA/TIA-465-A 

908. Data Interchange—
Video Teleconferencing 

ITU-T 
H.320,221,242,261,230,
231,243,233,234,244 

3.2.1.3 Table 3-1 ITU-T  G.711,722,728 
H.320,221,242,261,230,
231,243,224,244,281 

909. Data Interchange—
Graphical/Still Image 

JPEG v1.02; 
GIF v89a 

2.2.2.1.4.2 JPEG FIF v1.02; 
GIF v89a; 
PNG:  RFC-2083 

910. Data Interchange—
Geospatially referenced 
data 

DIGEST v2 
S-57 edition 3 

 
 
2.2.2.1.4.3 

 
 
WGS:  MIL-STD-2401 
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911. Data Interchange—
Moving Image and 
Audio/Visual Data 

CDROM:  ISO 9660 with 
Stds called in MIME 
(see RFC-1521,1522)  
Audio:  ISO 11172-3 
Video:  ISO 13818-2 

2.2.2.1.4.7 
 
 
2.2.2.1.4.5.1.3 
2.2.2.1.4.5.1.3 

ISO 9660 
 
 
ISO 11172-3/13818-3 
ISO 11172-2/13818-2 

912. Data Interchange—
Audio data interchange 

Audio:  ISO 11172-3 
PCM 

2.2.2.1.4.6 ISO 11172-3 
 

913. Data Interchange--
File compression 

Zip 2.2.2.1.4.1 Table 2-1 
 

Zip; 
GZIP: RFC-1952 

915. Data Interchange—
Page Description 

Pri: PostScript (I&II); 
EPS 
Sec: PDF 

 
 
2.2.2.1.4.1 Table 2-1 

 
 
.pdf (Adobe PDF 1.3) 

    
1005.  System and 
Network Management-
CWAN 

Defined by Quad C  
2.3.2.4.1 
 
2.3.2.4.2 

 
SNMP: IETF STD 15 
(RFC-1157) 
CMIS:  ISO 9595 
CMIP:  ISO 9596 

1204. Graphics—Military 
Symbology 

MIL-STD-2525A (symbol 
codes only) 

5.2.3 MIL-STD-2525B 

    
1402. Message 
Security—Authentication 

ACP 120 6.2.3.1.1.2 ACP 120 Rev A 

1403. Message 
Security—Message 
Access Control 

Security Label Syntax 6.2.3.2 MIL-STD-2045-48501 
Common Security Label 

1404. Message 
Security—Message 
content 
privacy/confidentiality 

Based on X.509 
authentication 
framework 

6.3.3.1.1.2.2 
 
 
6.2.3.1.1 

X.509 PKI 
 
 
DMS: FIPS 140-1 &  
Fortezza 

1405. Message 
Security—Message 
content 
integrity 

ACP 120 
Based on X.509 
authentication 
framework 

6.2.3.1.1.2 
 
6.2.3.1.1.1 
 
 
6.3.3.1.1.2.6 
 

ACP 120 with X.509 
 
FIPS 180-1 Secure 
Hash Algorithm 
 
FIPS Pub 140-1 
(Emerging) 

1406. Message 
Security—Certificate 
management and 
distribution 

X.500 and ACP 120  
Based on CMI X.509 
authentication 
framework 

6.2.3.1.1.2 
 

ACP 120 with X.509; 
 

1407. Message 
Security—Message non-
repudiation with proof of 
origin 

ACP 120 
Based on digital 
signatures within the 
CMI X.509 
authentication 
framework and 
associated PKI 

6.2.3.1.1.2 
 
 
6.2.3.1.1.1 

ACP 120 with X.509 
 
 
FIPS 186-1 Digital 
Secure Signature 

1408. Message 
Security— Message 
non-repudiation with 
proof of delivery 

ACP 120 
Based on digital 
signatures within the 
CMI X.509 
authentication 
framework and 
associated PKI 

6.2.3.1.1.2 
 
 
6.3.3.1.1.1 

ACP 120 with X.509 
 
 
S/MIME/MSP/ACP120 
provides support for 
digitally signed receipts 
(emerging) 

1410. Message 
Security—Message 
accountability 

ACP 120 
Based on digitally signed 
receipts and PKI 

6.2.3.1.1.2 
 

ACP 120 with X.509 
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1502.  General 
Security—Authentication 

X.509 6.2.3.1.1.2 
 

X.509 

1503.  General 
Security—Access 
Control 

 6.2.3.1.1.2 X.509 

1504.  General 
Security—Key 
Management and 
Distribution 

 6.2.3.1.1.2 
 
6.3.3.1.1.2.3 
 

KMP:  SDN.903  
 
LDAPv2: RFC-2559 and 
2587 (Emerging) 

1505.  General 
Security—Data 
confidentiality 

ACP 120 application 
layer data confidentiality 
or link level encryption 

6.2.3.1.1.2 
 
6.3.3.1.1.2.6 

ACP 120 with X.509 PKI 
 
FIPS 46-3 Triple DES 
(ANSI X9.52) Emerging 

1506.  General 
Security—Data integrity 

ACP 120 application 
layer data confidentiality 
or link level encryption 

6.2.3.1.1.2 ACP 120 with X.509 PKI 

    
1703. Collaborative 
Computing—On-line 
Wide Area publishing  

Pri: HTTP v1.1/HTML 
v4.0 
Sec: SGML, XML 

3.2.1.2.1.8.1 
2.2.2.1.4.1 

HTTPv1.1:  RFC-2616 
HTMLV4.01 plus XML, 
SGML 

1704. Collaborative 
Computing—News 
Group Services 

NNTP (RFC-977)  
 
 

 
 
 

  


